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25-meter Infrared Vandal-Proof Camera 
CAM-IVP55 của Planet là sản phẩm giám sát IP ñể ñáp ứng nhu cầu của thị trường thế giới. Planet cung 
cấp các giải pháp Camera khác nhau cho người dùng có thể lựa chọn ñể giải quyết các vấn ñề an ninh 
khác nhau. Sự kết hợp chặt chẽ của các Camera với thiết bị ghi hình kỹ thuật số hoặc dịch vụ Video của 
Planet giúp tạo ra môi trường bảo mật cho cuộc sống của mọi người. 
 
CAM-IVP55 có thể loại bỏ ñược các vấn ñề thường gặp ở Camera IR dạng ốp trần. CAM-IVP55 ñược 
thiết kế ñặc biệt cung cấp tính năng hồng ngoại theo ống kính mang lại hình ảnh rõ nét.  
 
CAM-IVP55 ñược thiết kế chống sự phá hủy và tác ñộng bên ngoài. Thiết bị hiệu quả cho hệ thống giám 
sát ngoài trời ñược bảo vệ bằng vỏ nhôm IP-66, và hình ảnh chất lượng cao với chuẩn 550 TVL và cung 
cấp ñèn LED hồng ngoại cho giám sát ban ñêm. 
 

>>> Mô hình ứng dụng 
 

 Ứng dụng 
 

 
 

>>> ðặc tính kỹ thuật 
 

 � Bộ cảm biến màu CCD với ñộ phân giải cao 1/3’’ 
 

� ðộ phân giải hình ảnh với 550 TVL 
 

� Tích hợp 24 ñèn LEDs IR 
 

� ðược thiết kế chống phá hủy và tác ñộng 
 

� Bảo vệ chống nước bởi IP-66 
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>>> Thông số kỹ thuật  

 
 

Model CAM-IVP55  

General 

Image pick-up device 1/3" SONY Super HAD (Hi-Res.) CCD 

Effective Pixels 
NT: 768(H) x 494(V) 
PA: 752(H) x 582(V) 

Horizontal Resolution 550 TVL 

Lens 4.3mm, F2.0 

Min. Illuminator 0.3 Lux / F2.0 ; 0 Lux ( IR on ) 

Auto Electronic Shutter 
NTSC:1/60s~1/100,000s 
PAL:1/50s~1/110,000s 

S/N Ratio More than 48 dB 

Gamma Characteristic 0.45 

White Balance Auto 

Gain Control Auto  

Flickless Mode On / Off ( NT:1/100, PA: 1/120 ) 

Back Light Comp. On / Off 

Synchronous System Internal 

Video Output Composite 1.0 Vp-p, 75 ohm 

IR LED 24 pieces 

IR Wavelength 850 nm 

IR Distance 20~25 meters 

Vandal Resistant 10 pounds 

Water Resistant IP-66 

Environment 

Power Requirement 
DC 12V 
IR on: 400mA max. ; IR off: 200mA max. 

Dimension (Φ x H) 145 x 110 mm 

Weight 1.03 Kg 

Operating Temperature -10 ~ 50 Degree C 
  

 
 
 

>>> Thông tin ñặt hàng 
 

CAM-IVP55-NT 25-meter Infrared Vandal-Proof Camera (NTSC) 

CAM-IVP55-PA 25-meter Infrared Vandal-Proof Camera (PAL) 
 
 

 

PLANET Technology Corporation 

11F, No. 96, Min Chuan Road, Hsin Tien, Taipei, 
Taiwan. 
Tel: 886-2-2219-9518 Fax: 886-2-2219-9528 
Email : support@netcom.com.vn  
Web site : http://www.planet.com.vn 
VoIP Gateway: vip.planet.com.tw 

Planet reserves the right to change specifications without prior notice. 
All brand names and trademarks are property of their respective owners. 

Copyright © 2005 PLANET Technology Corp. All rights reserved FC CE 
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